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running thence S$.20°B., 90 ft. Width 3.5 ft. average depth
; 5 » 5 f t ®
g Value of open cut $120, 00 ’ A
The development of the Little Red Top is being done by ‘ , United
‘ the work in the drift running westerly from shaft No.?2 } . bounda
; of the Red Top lode.
‘P |
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| ’ known
| © QOther lmprovements..
| and shc
? 4 frame blacksmith shop,the S.E.Cor. of which bears
| from Cor.No.l,N. 492 ft . Course of S outh side N.65°W. |
| Claimant herein owner.
i sk > E
5 A frame blacksmith shop,the N.W.Cor. .of wnich bears from ‘
\ ‘
! e 2 | 8
i cor,No. 4,5.30°W. 500.00 ft. g
; Claimant un known. ?
j . ; , '
1R ‘ Ifistrument. |
1‘ ‘ 3 | ! We
L | This survey was made with a Buff and Berger transit, ’
| and- .
No. 901 ,with the Davis solar attachment. The courses wee E
were deflected from the true meridian as determined by
‘ . the bou
direct solar observations’s The distances were measured
with 400 £t. and 6 £t. .steel tapes.
‘ » ; known :
Hote. | 1
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0 any disagreements between these field notes and the amend:
S |
k ed location certificates are due to errors in the latterﬂ | directio;
i i ‘ :
; | Report. L correctl,
|The Cor.to Secs.35,36,2 and 1 &s a volcanic rockset in a [ S furnishe

mound of rock,with 5 marks on the west side and 1 on the |

east side. i \

The connection to the public survey was made to the S. |
W.Cor. Secfﬁ@ instead of the west 1/4 cor.because the said

i
1/4 Cor.was not in place and could not be found. |
e |
@lhe cor. to Secs.25,26,35,and 36 could not be found,ad

|
the intersedtionwith the subdivision line were computed

| from the field notes of the original survey. ‘

S, Dept.lin. surveyor. (.
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