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The measured hor. angle right at the U.S.C. & .
G.S. Triangulation Station "NEW PASS 1958",
with backsight at the discovery point of

the Sotang Tode to Cor. No. 1 of the Sotang
Tode was 2°18'53". The resulting bearing of
this tie was N. 4°54'02" E. The measured
hor. angle right at Cor. No. 1 of the Sotang
lode, with backsight at U.S.C. & G.S.
Triangulation Station "NEW PASS 1958" to Cor.
No. 4 of the Sotang lode was 248°52'56". The
resulting bearing of 11ne 4-1 is

N. 73°46'58" E.-

Cor. No. 1 of the Sotang 1ode is at
39°39'25.2" N. latitude and 117°28'54.0" W
Tongitude. : :

A11 Tines and connections of this survey were
run by direct methods except as noted.

The magnetic declination observed at each
cor. gave a uniform value of 17°30" E.

SOTANG LODE

At Cor. No. 1 of ‘the Sotang Tode.

Set an iron post, 24 ins. long, 2 ins. diam.,
6 ins. in the ground to solid rock, surrounded
by a rock mound, 36 ins. in diam., 20 ins.
high, ‘with a brass cap mkd. Sotang-1-MS4979-
1982; from which

The SE cor. sec. 33, T. 21 N., R. 40 N.,
Mt. Diablo Mer., bears S. 15°21'03" E.,
7,972.97 ft. dist., monumented with an
embedded wh1te 1imestone rock, 10 ins. x
7 ins. x 6 ins. out of the ground, mkd. 3
notches on the east and 3 notches on the
west, and steel fence post.

The NEW PASS U.S.C. & G.S. Triangulation
-Station bears S. 4°54'02" W., 3,432.08 ft.
dist., monumented with a brass cap
cemented in a bedrock outcrop, mkd. U.S.
Coastal & Geodetic Survey Triangulation
Station, NEW PASS 1958.

A 2 ins. iron pipe, 6 ins. high bears
East, 3.27 ft.

A cor. of~thé location bears
S. 16°15' E., 5.80 ft. dist.

No local bearing objects or bearing trees
available.

Thence N. 16°17'46" W
Wash, course N.|69° W.
Wash, course S.‘85° W

Ridge bears N.‘§° E. and S. 5° W.
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