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Chains

and raise a mound of earth 32 ft. base, 1% ft. high
N. of -cor.
45.00 TFoot of desc. Asc.
54.00 Sage Hen Wash, 20 lks. wide, course N.30°E.
61.31 Edge of rim of Sage Hen Wash, bears N.30°E.;and
| 8.30°W,, desc. '
80.06 The cor. of secs. 9, 10, 15 and 16.
Land rolling; soil, sandy with scattering desert brush.
L ' - Oot -39, 1911.

PR—

Oct. 20, 1911: At 8 h 0 m A.M., 1l.m.t., I set off 40°
02'N. on the lat. arc, 10°3*S. on the decl. arc, and
determine a meridian with the solar at the cor. of secs. |
9, 10, 15 and 16. A
Tnence I run : :
N.Q°5'W, bet. sec. 9 .and 10.
, Over gently rolling land.
40.00 Set an iron post 3 ft. long, 1 in. diam. 26 ins. in
ground for 3 sec. cor. marked on brass cap:
: S 9% {810
1911
and dlg pits 18x18x1? ins. N, and S. of post 3 ft. disb.,|
. and raise a mound of earth 3% ft. base, 1% ft. high W.
of cor. :
80.00 sSet .an iron post 3 ft. long, 2 ins. diam. 24 ins. in
~ground for cor. of secs. 3, 4, 9 and 10, marked on
brass cap:
T250 R27E

S4 lS 3
S §l1s 10
1911
and dlg pits 18x18x12 ins. in each sec. 5% ft. dist.,
and raise a mound of earth 4 ft. base, 2 ft. high
We . 6f CoOTs ~
Land rolling,; soil sandy with scattering desert brush.

: E. on a random line bet. secs. 3 and 10.

40.00 | Set temp. 4 sec. cor.

80.08 Intersect N. and S. line 5 1ks. S. of cor. of secs. 2,
3, 10 and 11. Thence I run ' ‘ :
$.89°58'W.. on a true line bet. secs. 3 and 10.

Over gently rolling land. :
40.04 Set an iron post 3 ft. long, l in. diam. 26 ins. in
ground for 4 sec. cor. marked on brass cap:
. 83*1‘ )
S 10
1911 ‘
dl6 pits 18x18x12 ins. E. and W. of post § ft. dist.,
and raise a mound of earth 32 ft. base, 1z ft. high
(M. of Sor. . -

80.08 The cor. of secs. 3, 4, 9 and 10.

Land rolling; soil sandy, scattering desert brush

I N IN.0°5'W, bet. seca. 3 and 4.
* Over gently rolling land, desc. -
40.00 Set an iron pO%t 3 ft. long, 1 in., diam., 26 ins. in
ground for 4 sec. cor. marked on brass cap:
SR S 478 3
: 1911
and dig pits 18x18x12 ins. N. and S. of post 3 ft.
dist., and raise a mound of earth 3% ft. base, 1% ft.
high W. of ccr. '
83.74 Intersect Hth ¢ Standard Parallel N. 7. 33 chs. §.89°42'E.
of Standard Cor. of secs. 33 and 34, set an iron post = | 4
3 ft. long, 2 ins. diam. 24 ins. in ground for closing
cor. to secs. 3 and 4, marked on brass cap:




