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Subdivisional lines in T, 36 N., R. 45 E. , 5.

Sbil, sandy,thd;,rate.

Chains z
- Undergrowth, sagebirush ad bunchgrass. f
No timber, . . ) ]
The above mils was examined on August 14, 1914, by
- Winfred A, Pray, U,S.Surveyor, and found correct.
N,0°03'E. bet. secs. 25 and 27.
Agscending.
12.20 Top of low spur, nose bears WN+30°E,
. Descending over long rolling slope.
24,00 Dry wash, course S.40°%, g
39.75 Set an iron post, 3 ft. long, 1 in. in diam., 24 ins,., in
the ground for 1/4 cor. of secs. 26 and 27, with brass
cap mkd: ’
1/4
327 | s25
dig pits 18x18x12ins. N. and S. of post, 3 ft, dist.,and
raise a mound of earth 3 1/2 ft. base, 1 1/2 ft. high,W,
of corvr. ’ : : ‘
79.50 The cor. to secs. 22, 23, 25 and 27,
Land rolling. ‘ :
So0il, sandy 2nd rate. - :
Undergrowth, sagebrush and bunchgrass.
No timber. ¢ s
Tne above mile was examined on August 14,1914, by Win-
fred A.Pray, U.S3.8urveyor, and found correct.
Subdivision in T. 35 N., R, 45 I,
Nov. 9: A, the cor., to secs. 33 and 34, set by me Oct. | ( \\
25, 1 set off 40° 55'N. on the lat. arc; 15°52'S. on the
decl. arc; and at 2 h O m P,l,, l.m.t., determine with
the_ solar a meridian,
Thence 1 run
N,0°05'E, between secs. 33 and 34.
. Over nearly level ground.
10,80 Dry wash, 10 lks. wide, course S5.30°%, ,
40.00 Set an iron post 3 ft. long, 1 in. in diam., 24 ins. in
the ground for 1/4 cor. to secs. 33 and 34, with brass
cap mkd:
/4
333 1534
and raise a mound of stone 2 ft. base, 1 1/2 ft. high,
W. of cor. ; : : . .
47,60 Dry wash, 20 lks. wide, course S.45°HE, Ascend:
80.00 Set an iron post 3 ft. long, 2 ins. in diam., 24 ins.
: in the ground for the cor. to secs. 27, 28, 33 and 34,
with brass cap mkd: : &
T36N | R4GE
_ 528} sa7
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and raise a mound of stone 2 ft. base, 1 1/2-ft. high,
W. of cor.
Land gently rolling.
Soil, sandy, 2nd. rate,
Undergrowth, sagebrush and bunchgrass: No timber., -
. ‘November 9,1915,
Surveyed August 14,1914, by Winfred A,Pray,U.S3,Sur-
Vey 0T, i : 5
S,89°441'%, on a random line bet. secs. 27 and 34.
40,00 Set temp. 1/4 sec. cor.
80.75 Intersect tne N. and S. line at 8 1lks. N, of the cor.

of secs. 25,27,34 and 35,
Thence 1 run




