Resurvey: of the E, Bdy. of T. 36 N., R. 67 E.
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the ground, for * sec. cor., with brass cap mkd:;
s12 i|s 7

1914

and raised a mound of stone, 2 ft. base, 1% ft, high, |

W. of cor.
Top of ridge, 30 ft. above % sec. cor., bears E. and W.
Bottom of draw, 50 ft. below ridge, course W.

Top of spur, 130 ft. above draw, slopes W.

| Descend 70 ft. to sec. cor.

79.995

| S0il, practically same as former mile. Near + sec. cor.,

Set an iron post, 3 ft. long, 3 ins. in diam., 24 ins. id

the ground, for the cor. of secs. 1, 6, 7, and 12,
with brass cap mkd.;
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and raise a mound of stone, 2 ft. base, 1% ft. high,
W. of cor.

Land, heavily rolling.

many solid outcrops of red, altered granite.

| Scattering timber of pifion pine, and scrub cedar.

' Heavy undergrowth of sagebrush. Good growth of grass.,

September 26, 1914,

Sentember 29, 1914: At 2h.0OOm., p.m., l.m.t., I set off
41°2'N, on the lat. arc; 2°19'S. on the decl. arc;
and determine a meridian with the sblar, at the cor,

of sees. 1, 6, 7, and 18,

| Thence I run

' N.0%12'W. on a resurvey bet. secs. 1 and 6,

| Over mourtainous land, through scattering timber.

12,40

| Bottom of draw, 30 ft. below sec. cor., course S,60°W.
' Top of ridge, 125 ft. above draw, bears E. and W,

| Set an iron post, & ft. long, 1 in. in diam., 24 ins. in

1 &
the ground, for 4 sec. cor., with brass cap mkd.;




