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Dependent Resurvey of the W. Bdy. of T. 47 N., R. 32 E.

- for the cor. of secs. 6 .and 7, with brass cap mikd.
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Land, rolling mountainous. Soil, rocky and sandy.

Undergrowth, sage and bunceh grass. .

N. 1° 87' W., on a true line, on the W. Bdy. of sec. 6.
Asc. S.W. slope over rough mountainous land.
Top of ridge, 630 ft. above sec. .cor., bears N.W. and S.]

Desc. N.E. slope.90 ft;lto = ! * 1, é

The proportionate point.
Set an iron post, 3 ft. long, 1.in. in dia., 27 ins.
in the ground, for the i sec. cor., with brass cap mkd.
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Raise a mound of stone, 2 ft. base, 13 ft. high, E, of
the cor.

Top of small peak on spur, 760 ft. above & sec. cor.,

projects N.E. Desc. N.W. slope.

100.30 | Dry wash, 100 ft. below spur, course:N.W..

" Asc. 3.W. slope 70‘ft. to

Intersect the temp. point for the old closing.cor. of
Tg. 47 N., Rs. 3l and 32 E., previously set on the:c !
| Nevada=Oregon State Line, at a point, $.89° 21' W.,

| %2.66 chs. dist., from the 235th Mile Post.

Set an irori post, 3 ft. leng, .3 ins. in dis., 20 ins.
in the ground, to solid rock, in a-mound of stone, and
deposit a stone with cross marked (x) at base of post,
for the closing cor. of Ts. 47 N., Rs. 51 and 32 E.; ,

with brass cap mkd.
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Raise a mound of stone, 2.ft. base, 1% ft. high, S. of

‘the cor.




