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‘A pinon pine 6 ins. in diam., vears N. g5k° E., 38 1lks.
distant, marked T15N R50E S6 BT -

A pinon pine 10 ins. in diam.,: bears S. 20%° E., 23 lks.
distant, marked TLG6N.RS0E S7 BT ‘

A juniper 10 ins. in diam., bears S. 553° W., 71 1lks.
distant, marked. TL5N R49E S12 BT, |

A pinon pine 4 ins. in diam., bears N. 10° W., 32 lks.
distant, marked BT only. - |

Land, broken mountainous. Soil, shallqw, rocky and
gravelly clay with many. exposed ledges. Undergrowth,.
sage; fair growth of grass. Timber, scattering to

medium growth of pinon pine, juniper and mahogany.
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North, on a true line, bet. secs. 1 and 6.

Asc. SE. slope 80 ft. over broken mountainous Iand,
through scattering juniper, pinon pine and mahogany.

Top of ridge, bears NE. and SW. Asc. SW. slope 200 ft.

Top of spur, projects W. Desc. N. slope 170 ft.

Dry wash, drains W. Asc. SW. slope 30 ft.

Set an iron post, 3 ft. long, 1 in. in diam., 10 ins.
in the ground, to solid rock, in a mound of stone 26

ins. high, for the & sec. cor., with brass cap mkd.

'81&86' /
1926

At base of post deposit a granite stone, 10 x 7 x 4 ins.

marked with cross (x). Pits impracticable and no other
accessories available.
Asc. 8W. slope 90 ft.:

Top of ridge, bears NW. and SE. Desc. NE. slope 60 ft.
Top of vertical cliff 50 ft. high, facing NW. Desc. NE.

slope 200 ft.
Dry wash, drains E. Asc.

SE. slope 30 ft.
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