From which :

A juniper, iu ins. dia., bears N. 43° 13' w., 1.54 chs.
~ dist., mkd. 3 S 32 B T. Tl |
(A juniper, 10 ins. dia., bears S. 38° 47! E.s 5.67 chs.

dist., mkd. £ S 5 B T.
Leave scattering timber, béars N. and S.
Point of spur, 350 ft,'above Z SEeC.. COr., projects NE.;
desc. 15 ft. to

Head of gulch, course NE.; asC.

Road, beérs N. 70° W. and S. 70° E.

Top of spur. ridge,. 85 ft. above. gulch, bears NE. and. SW.;

.desc. U5 ft. to

Set an iron posts 3 ft. long, 2 ins. dia., 24 ins. in the

1
1

ground, for c¢or. of secs. 5, 6, 81 and. 32, with brass

cap mkd. .
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' and raise a mound of stone, 2 ft. base, 1% ft. high, W.
of cor.

.Land, rolling. S0il, light sandy clay loam, mediﬁm tex-
ture, shallow on limestone hardpan much coarse gravél
‘and limestone boulders and ou@créppihg%;ﬁrd'rate. Un-
dergrowths sagebrush, and a scant growth of grass.

Timber, scrub scattering juniper.

Wesi, bet. secs: 6 and Bl.

Over rolling land, through dense undergroﬁth. desc.
Head of gulch, course Nes aso.’

Dim road, bears N. 20° W. and S. 20° E.

Point of spur, 80 ft. above sec. cor., projects NE.; desd
Enter séattering timber, bears NE. and SW.

Ravine, 80 ft. below point of spur, course NE.
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