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NORTH BOUNDARY OF T. 31 N., R. 69 E.
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Slope changes to W.; descend 115 ft.

fore described.
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Ascend 46 ft. along broken N. slope.

Road, bears NW,and S..10° L,

Bottom of descent; ascend 118 ft. over NE. slope.
The cor. of Tps. 31 and 32 N., Rgs. 68 and 69 E., hereto-

Land, rolling mountainous. ‘
Soil, rocky and rocky clay, 4th. rate
Timber, pine and juniper; undergrowth; sagebrush, greaswog
and rabbit brush.

SUBDIVISION OF T. 31 N., R. 69 E.

| Over level land, through dense undergrowth.

Commence the subdivisional survey at the cor. of secs. 25,
30, 31, and 36, on the E. bdy. of Tp., heretofore describ-
ed. : . ;

West, on & sectional correcticn iine, bet. secs. 25 and 30

Midpoint bét. cor. of seécs. 25, 30, 31, and 36, on E. bdy,
and the cor. of secs. 25, 26, 35, and 36, as hereinafter
determined. ‘ His ’

Set an iron post, 3 ft. long, 1 in diam., 16 ins. in the
ground to bedrock, and in a mound of stone to top, for +

sec, cor., with brass cap mkd.
s 25
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At point hereinafter determined.

[

Set an iron post, 3 ft. long, 2 ins., diam., 28 ins. in the
ground, for the cor. of secs. 25, 26, 35, and 36, with |
brass cep mkd.

T 31 NR69E
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18x18x12 ins., in each sec., 3 ft. dist.

dig pits

From this cor. the standard cor. of secs. 36 and 35-on S.|
bdy. of Tp., bears S. 0° 01' E., 78.05 chs. dist.
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