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- April 26, 1938; Young and Sons' transit No. 8294
and W. & L, E, Gurley transit No. 2020669 were_ tested

upon. meridians established in 1937, upon the subdivision-

al lines of T, 4 N.,.R. 65 E. and the north boundary of
T. 5 N., R. 66 E. respectively, and found to be in
satisfactory adjustment.

I repeat the tests of the arcs daily by noon obser-
vation and verify the meridional indications at frecuent
intervals throughout the survey. e

The observed magnetic declination is 20° 00' E,

EAST BOUNDARY OF T. 4 N., R. 65 E.

Beginning at the temp., cor. of Tps. 3 and 4 N., Rs. 65

and 66 E,, west, 78.26 chs. dist. from the cor. of secs.
5,06, 31 and 32, Tps. 3 and 4 N., R, 66 E.,, hereinafter
described.

North, on a random line along the E. bdy. of T. 4 N., R.
65 E., setting temp. i sec. and sec. cors. at 40,00 chs.
intervals, and at 473.64 chs. intersect the S. bdy. of
T. 5 N., R, 65 E,, west 2,26 chs. dist. from the cor. of
T. 4 and 5 N., Rs. 65 and 66 E., which is an iron post,
3 ins,., diam., 10 ins. above ground, mkd. and witnessed,
as described in the official record.

Thence, from the cor. of Tps. 4 and 5 N., Rs. 65 and 66
E. , |

¢

South, bet. secs., 1 and 6, merking the true line.

Asc, 20 ft. over mountainous .land, along an E. slope,
thru scattering timber and undergrowth.

Top of escent .bears &. and W.; desc. 50 ft. abruptly.

Creek, .4 lks, wide, dry, course B.; desc. 40 ft. along
an E. slape. ,

Head of draw, drains E.; asc. 40 ft. over a N. slope.

Spur, slopes E.; desc. 50 ft. over a 5. slope.
Set an iron post, 3 ft. long, 1 in. ‘diam.; 27 ins. in
the ground, for the + sec. cor., with brass cap mkd.

: : g : raise a mound
of stone, -2 ft.-base, 1% ft. high, W. of cor.

Creek, 4 lks. wide, 4 ins. deep, flows N, 70° E.; asc.
70 ft. over a N. =lope. : g

Spur, slopes NE,; asc. 60 ft. ealong an E. slope.

Ravine, course NE, for 8 che., thence N. 10° W.; head
of ravine bears SW., 15 chs. dist.; asc. 70 ft. over a
NW. slope. '

Set an iron post, 3 ft. long, 2 ins. diam., 12 ins. in
the ground, to bedrock, with a granite stone, 5x5x5 ins.
mkd. X, deposited at the base, and in a mound of stone
to top, for the cor. of secs. 1, 6, 7, and 12, with
brass cap mké. )
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