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Dependent Resurvey of the North Boundary of
T. 31 N., R. 66 E.
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The cor. of Tps. 31 and 32 N., Rs. 66 and 67 E.

Land, level.

- 20il, clay; 3rd rate.
- Timber, none.
- Undergrowth, shadscale and sagebrush.

. Grazing, fair,

Dependent Resurvey of the West Boundary of
T. 22 N., R. 66 E.

Reestablishment of surveys executed by Smyles and Preble,
.Deputy Surveyors, in 1881.

iNéte: Corners are also established for sections to the

West at 40.00 and 80,00 intervals.

From the cor. of Tps. 31 and 32 N., Rs. 65 and 66 E.
N. 0° 27! E., along the W, bdy. of sec. 31l.

Desc. 60 ft. over rolling lard.

Wood road, bears N. 80° W. and S. 80° E,

Draw, drains S. 80° E.; asc. 100 ft. over S. slope.

| Spur, slopes S. 80° E.; desc. %20 ft. over N. slope.

Drain, course S. 80° E.; asc., 160 ft. over SW. slope.

Set an iron posti 3 ft. long, 1 in. diam., 27 ins. in
tﬁg ground, for jy sec., cor. of sec. 36, with brass cap
m

i 336;
1959
from which

A juniper, L ins. diam., bears N. 55° W.,
97 lks. dist., mkd. + S36 BT.

Proportionate point
Set an iron post, 3 ft. long, 1 in. diam., 27 ins. in the

ground, for 3 sec. cor. of sec. 31, with brass cap mkd.

+ 831
1954
from which

A pinon, 12 ins. diam., bears N. 88° E.,
. 207 1lks. dist., mkd. % S31 BT.

A pinon, 3 ins. diam., bears S. 69 3/l° E.,
197 1ks. dist., mkd. 4+ S31 BT.

Asc. 100 ft. over SW. slope.

-

Spur, slopes S. 20° E.; asc. 120 ft. along E. slope.
Asc. 80 ft. over SE. slope.
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