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TOWNSHIP 18 NORTH, RANGE 18 EAST

CHAINS

A pine, 7 ft. diam., bears S. 3%° W., 125 lks.
dist., mkd. T18N R18E S5 BT.

A pine stump, 8 ft. diam., bears N. 66%° W.,
123 1ks. dist., mkd. T19N R18E S32 BT.

The new bearing trees:

A pine, 18 ins. diam., bears S. 44° E., 37 lks.
dist., mkd. T18N R18E S4 BT.

A pine, 18 ins. diam., bears N. 36° W., 80 lks.
dist., mkd. T19N R18E S32 BT.

The cor. of secs. 5, 6, 31 and 32 on the N. bdy. of the
Tp., monumented with a mound of stone and substantiated
by the original bearing trees.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock and in a mound of stone to cap,
4 ft. base, with brass cap mkd.
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The original bearing trees:

A pine, 12 ins. diam., bears N. 84° W., 37 lks.
dist. (Record)

A pine, 30 ins. diam., bears N. 46° W., 47 lks.
dist. (Record)

The new bearing trees:

A pine, 24 ins. diam., bears N. 7° E., 80 lks.
dist., mkd. T19N R18E S32 BT.

A mahogany, 6 ins. diam., bears S. 15° E., 14
lks. dist., mkd. S5 BT.

This corner sets on the steep N. slope of a spur sloping W.

TOWNSHIP 19 NORTH, RANGE 18 EAST

These field notes are those of a remonumentation of
certain corners of the survey executed by Solomon W.
Foreman, Deputy Surveyor, in 1865.
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