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Dependent Resurvey of the Ninth Standard Parallel North
along the South Boundary of T. L6 N., R. 67 E.

Chains

33,00
38,00
Lo.82

cor, of T, 46 N., Rs. 66 and 67 E., with brass cap mkd.
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Land, rolling hilis. . .

Soil, gravelly and rocky; 3rd and lLth rate.

‘Timber, none, ! : .
Undergrowth, ,sagebrush and some scattered servicebrush.
Grazing, good.

Dependent Resurvey of the East Boundary of
Te 45 Wey Be Bb E, :

Reestablishment of surveys execcuted by
Monroe and McClellan, Deputy Surveyors,
in 1861

Resurvey commenced at the original cor. of Ts. L and
L5 N., Rs. 66 and 67 E., a red granite stone, 10x8x5
ins., mkd. with 6 notches on N, S, E and W. edges
firmly set in a mound of stone.

At point for. corner

Set an iron post, 3 ft. dong, 3 ins. diam., 27 ins. in
the ground, with the original stone deposited at base,
for cor. of Ts. Ly and lj5 N., Rs. 66 and 67 E., with
brass cap mkd.
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from which -

A juniper 6 ins. diam., bears N. 66 3/11° E.,
51 1lks. dist., mkd. TL5N R6TE S31 BT .

A juniper.l ins. diam., bears S. 353° E.,
33 1ks. dist., mkd. TLLN R67E S6 BT

A juniper, 5 ins. diam., bears S. 65%° W.,
122 1lks. aist., mkd. TLLN R66E S1 BT

A juniper 6 ins. diam., bears N. [;8%° W.,
15 1ks. dist., mkd. TL5N R66E S3%6 BT

Thence

N. 0°V§9'.E., bét. seés. 31 and 56;

Over rolling land.

Wash, course S. 75° E, 4
Draw, drains general%g SEe

Proportionate distance
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