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Dependent Resurvey of the South Boundary of
T, 45 N., R, 67 E.

N. 899 21t R., bet. -secs. 1 and 306,

Asc. 50 ft. over rolling 1and;

58.06 Unimproved road, bearélirreéularlyﬂN. and Se
;0.2 | Proportionate distance v

Set an iron post, 3 ft. long, 1 in. diam., 27 ins. in
the ground, for # sec. cor,.,, with brass cap mkd, -

g B
* 81
192

raise a mound
of stone, 2 ft. base, 13 ft. high, N. of cor.

Asc. 60 ft.- over rolling land.
61.50 | Ridge, bears N, and S.; desc. 30 ft. over E. slope.

65.00 | Asc. 20 ft. over slightlyrrolling land, dralining
generally S, :

80483 | The original cor, of Ts. Lli and 45 N., Rs. 67 and 68 E.,
a lava stone, 1,x10x8 ins., dimly mkd. with 6 notches
on- the N.,, S, E., and W. edges, set 10 ins., in the
grounda. '

At point for corner

Set an iron post,- 3 ft. 1long, 3 ins. diam., 27 ins. in
the ground, with the original stone deposited at base,
for- cor., of Ts. Ll and L5 N., Rs. 67 and 68 E,, with
brass cap mkd, '

TL5N
R6TE R68BE .

S36 } S31 -
51l s6

A juniper, L ins. diam,, bears N, T75%° E.,
282 1ks. dist., mkd. T45N R68BE 831 BT

from which

A juniper, 3 ins. diam., bears S. 60%4° E.,
182 lks. dist., mkd. TLLN R68BE S6 BT

A juniper, I ins. diam., bears S. 56%° W.,
39 1ks, dist., mkd. TLLN R67E S1 BT

A juniper, 5 ins. diam., bears N., 53%° W.,
7L 1ks. dist., mkd. T4L5N R6TE S36 BT,

Land, rolling. ‘ ¥ ® -

Soil, sandy, gravelly and rocky; 3rd and gth rate.
Timber, juniper., - : :

Undergrowth, sagebrush and rabbitbrush,

Grazing fairly good.

Dependent Resurvey of the East Boundary of
T. 45 N., R. 67 Eo :
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