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Independent Resurvey of the North Boundary of T. 14 N., R. 60 E.

Chains
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A Junlper, 10 ins. diam., bears S. 155° E., 132 lks. dlst.,
mkd. % = S5 BT,

A pinon, 6 ins. diam., bears N. 6° W., 86 1lks. dist.,
mkd. % S32 BT.

Raise a mound of stone, 4 ft. base, 20 ins. high, around the
iron poste.

Asc. 95 ft. over rolling N. and NE. slopes to the sec. cor.

Low spur, slopes NE.

‘Wash, 15 lks. wide, 1 ft. deep, drains N,

Flat spur, slopes NE.
Wash, 15 lks. wide, 1 ft. deep, drains N. 60° E,

Point for the cor. of secs. 5, 6, 31 and 32.

- Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the

ground, with brass cap mkd.

T15N . R60E
531832
S6(55
T1.N
1953

from which

A pinon, 8 ins. diam., bears S. 443° E., 56 lks. dist.,
mkd. T14N R60E S5 BT,

A pinon, 4 ins. diam., bears S. 614 Ne, 45 1ks. dist.,
mkd. T14N R60E 56 BT.

A pinon, 18 ins. diam., bears N. 223° W., 82 lks,. dist.,
mkd. T15N R6CE S31 BT.

A pinon, 10 ins. diam., bears N. 513° E., 35 lks. dist.,
mkd. T15N R6OE S32 BT.

Raise a mound of stone, 4 ft. base, 10 ins. high, around the
iron post.,

The corner is situated on a low flat spur which slopes N.

Land, rolling.

Soil, sandy and gravelly.

Timber, pinon and juniper; undergrowth, rabbit brush, black
brush and sagebrush.

West, between secs. 6 and 31,

Over rolling land, through scattering timber and low undergrowth;
desce. 25 ft. over NW, slope.

Wash, 50 lks., wide, 1 ft. deep, drains NE.; asce. 130 ft. over
E. slope.

Spur, slopes NE.; desc. 25 ft. over NW. slope.
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