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Four strand barbed wire fence, bears £, 14z E. und N. 145 W,

Point for the % sec. cor. of secs. 6 and 7.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the
ground, with brass cap mkd.

from which

A plne, / ins. diam., bears ¥. 673° W., 48 1lks. dist.,
mkd. % S6 BT ’

A pinon, 4 ins. diam., bears S. 233°
ml’;do 2 S‘? BT.

xé., _j/q, 71(8. dlstu’

Haise a mound of stone, 2 ft. base, € ins. high, around the
iron post.

Wash, 15 lks, wide, 2 ft. deep, drains N, 65° E.

Same wash, 15 lks. wide, 2 ft. deep, drains S. 20° E.; asc.
210 ft. over E. slope.

Intersect the E, bdy. of sec. 1, T. 14 N., R. 59 E.
Point for the closing cor. of secs. 6 and 7.

Set an iron post, 30 ins. long, 27 ins. diam., 26 ins. in the
ground, with brass cap mkd.

from which

A pinon, & ins. diam., bears N. 163° E., 10 lks. dist.,
mkd. T1AN RAOE £6 CC BT.

A juniper, 15 ins. diam., bears S. 7420 E., 20 lks, dist.,
mkd. T14N R60% &7 CC BT.

The ¢ cor. of secs. 1 and 12, T, 14 N., R, 59 E., bears
S. 0° 27' W,, 11.59 chs. dist.

Dig a circular trench, 5 ft. diam., 1 ft. deep, around the
iron poste A

Land, rolling to mountainous. ’

Soil, sandy and gravelly to rocky.

Timber, scattering juniper 2nd pinon; undergrowth, rabbit brush,
sagebrush and black brush.

At the point for the W. 7 sec. cor. of sec. 7, at midpoint.

Set an iron post, 30 ins. long, 2% ins. diam., 25 ins. in the
ground, with brass cap mkd.
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