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DEPENDENT RESURVEY OF THZ EAST BDY, OF T, 21 N.,R, 19 E.
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A juniper, 12 ins, diam., bears S.755°W., 43 1lks. dist.,
mkd. 4 S1 BT.

New bearing trees:
A juniver, % ins. diam., bears W.861°E,, 161 1ks, dist,,

mkd. % BT.
A juniper, 11 ins. diam,, bears S5,163°E,, 112 1lks, dist.,
mkd. 4 BT,
Thence
N. 0°06' E., bet, secs. 1 and 6, (north half mile.)

Broad shallow draw, drains E,
Low sandy spur, slopes E.

Intersect the original cor. of Ts, 21 and 22 N.,R. 19 E., vhich is a
granite rock, 8x9x11 ins,, mkd. 6 notches on S., BE. and W, edges,
firmly set in a small mound of embedded stones,

At point for cor.,

Set an iron vost, 3 ft. long, 3 ins. diam,, 30 ins, in the ground,
in a concrete mass, with the original corner stone deposited at the
base, for cor. of Ts, 21 and 22 W,,R. 19 E,, with brass cap mid.
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from which,
Original bearing trees:

A juniver, 11 ins. diam,, bears W,53%°W,, U5 lks, dist., mkd.
T22¥ R19% S36 BT.

A juniper stump, 6 ins. diam., no marks, bears S.3°W., 110
lks. dist.

New bearing tree:

A juniver, & ins. diam,, S.U3°W., 230 ks, dist., mkd.
T21¥ R19E S1 BT.

Land, rolling. _

Soil, sandy to fine gravelly loanm, 3rd rate.
Undergrowth, yellow top, buck brush, sagebrush.
Timber, Juniper.

Grazing, fair.

DEPENDENT RESURVEY OF THE WEST BOUNDARY OF T, 21 N,,R. 19 E.
Reestablishment of the survey executed by A. J. Hatch in 1867.

From the std. cor. of T, 21 N.,Rs. 18 and 19 E.,
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