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- SURVEY OF A PORTION OF THE SUBDIVISIONAL LINES, T. 8 N., R. 42 E.

CHAINS

55.80

73.65
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A‘lange wash, 1.00 chain wide,\2 ft. deep, drains S. 80°
E.; asc. 100 ft. over a SE. slope.

Intersect the West boundary.

Point for the closing éor. of secs. 19 and 30.

Set an iron post, 28 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap

mkd.
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from which

The cor. of secs. 24 and 25, T. 8 N., R. 41 E.,
‘heretofore described, bears SOUTH, 0.72 chs. dist.

The % sec. cor. of sec. 24, T, 8 N., R. 41 E.,
only, heretofore -described, bears NORTH, 39.28
chs,-dist.

Land, rolling.
Soil, sandy clay.
Undergrowth, sage and salt brush

Point for the % sec. cor. of sec. 30, T. 8 N., R. 42 E.,
only, at 40.00 chains north of the closing corner of
secs. 30 and 31.

At the corner point
Set an iron post, 28 ins. long, 2% ins. diam., 18 ins.

in the ground, and in a collar of stone, with brass cap
mkd .
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from which

‘The % sec. cor. of sec., 25, T, 8 N., R. 41 E.,
only, heretofore described, bears SOUTH, 3.82
chs, dist.

The cor., of secs. 24 and 25, T. 8 N., R. 41 E.,
heretofore described,. bears NORTH, 36.18 chs.
dist,
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