23

DEPENDENT RESURVEY, T. 36 N., R. 37 E.

231

CHAINS

14.

16

23

35

41

42.

43

2.

5

8

11.

19.

.40

00

.50

.00

.00

.10

00

.34

20

.30

.00

30

50

From the cor. of secs. 13, 18, 19 and 24 on the E. bdy.
of the Tp., identical with U,S,C.& G.S. station,
NORTHWEST CORNER 1946, monumented with a standard brass
tablet, set and marked as described in the field notes
of T. 36 N., R. 38 E., executed under this same group.

N. 88° 33' W., bet. secs. 13 and 24.

Over rolling land, through medium undergrowth; asc. 220

ft. over SE. slope to the % sec. cor.

Wash, 20 lks. wide, 2 ft. deep, drains SE.
Wash, 30 lks. wide, 4 ft. deep, drains SE.
Trail road, bears SE. and NW.

Wash, 30 lks. wide, 4 ft. deep, drains SE.
Wash, 20 lks. wide, 3 ft deep, drains SE.
Trail road, bears SSE. and NNW.

Trail road, bears N, and S.

The % sec. cor. of secs. 13 and 24, monumented with a
trapstone, 5x8x14 ins , plainly mkd. % on the N. face

and firmly set in a mound of stone.
At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36N R37E
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S 24

1965
bury the original cornmer stone alongside the iron post
and raise a mound of stone, 3 ft. base, 2 ft. high, N. of

cor.

From this cornmer a spring,bears. N. 13° 20' E., 18.73 chs,
dist.

N. 88° 53' W., beginning new measurement.

Over rolling land; asc. 40 ft. over E. slope.
Spur, slopes SSW.

Ravine, drains SSE.; asc. 20 ft. over E. slope.

Trail road, bears SE. and NW.

Traii road, bears N. and S.; asc. 50 ft. over E. slope.

Ravine, drains SE.; asc. 350 ft. over E. slope.
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