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‘SURVEY OF A PORTION OF T. 33 N., R. 34 E.

CHAINS

- 7.15

set a steel fence post, 5% ft. long, 2% ft. in the
ground, alongside the iron post.

From this corner, the:cor.'of secs, 1 and. 2, bears EAST,
17.16 chs. dist.

From this same corner, the N. % sec. cor. of sec. 2,
bears WEST, 22.84 chs, dist.

The point for the E. % sec. cor. of sec. 37, on the W,
bdy. of sec. 6, T. 33 N., R, 35 E, and 40,00 chs. in
southing from the cor. of Tps. 33 and 34 N., Rs. 34 and
35 E.

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd. )
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set a steel fence post, 5% ft. long, 2% ft. in the
ground, alongside the iron post..

From this corner, the closing cor. of secs. 6 and 37,

T. 33 N., Rs. 34 and 35 E,, monumented with an iron post,
2% ins. diam., set, mkd. and witnessed as described in
the field notes of the surveys in T. 33 N., R. 35 E.,
executed under this same Group, bears SOUTH, 6.82 chs.
dist., ‘

From this same corner, the cor. of Tps. 33 and 34 N.,
Rs. 34 and 35 E., monumented with an iron post, 2% ins.
diam., set, mkd. and witnessed as described in the field
notes: of- the surveys in T, 34 N., R. 35 E., executed
under this same Group, bears NORTH, 40.00 chs. dist.

From the SE, cor. of sec. 39.
SOUTH, bet. secs. 38 and 44.

Over mountainous land, through medium undérgrowth; desc.
120 ft. over a SW. slope.

Intersect the N, bdy. of sec. 3.
Point for the closing cor. of secs. 38 and 44.

Set an iron post; 28 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock and in a mound of stone to cap,
7 ft. base, with brass cap mkd.
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