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INDEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
.T, 15 N,,-R, 56 E,

CHAINS

87.30 | Wash, 10 1lks, wide, 2 ft. deep, drains SW.

90,78 | Point for the cor. of Tps., l4.and 15 N., R, 56 E,, at
a point. North of the cor. of Tps. 13 and 14:N., R, 56 E,

Set an iron post, 28 ins. long, 2% ins, diam., 8 ins. in
the ground to bedrock and in a mound of stone to cap,
4 ft, base, with brass cap mkd.
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A copperweld monument showing 4 ins. above ground,
mkd. BIM, U-61-3 1961, bears N, 83° 03' W.,

16.20 chs. dist. This monument was established
as a Tellurometer control station under Group

No. 389. , !

Land, gently rolling to mountainous.
Soil, sandy clay and rocky. :
.Undergrowth, juniper and sagebrush.

DEPENDENT RESURVEY OF.A PORTION OF THE SUBDIVISIONAL
LINES OF T. 14 N., R. 56 E,, MOUNT DIABLO MERIDIAN, NEVADA

Reestablishment of the Survey Executed by E. B, Monroe
U. S. Deputy Surveyor, in 1870,

From.the cor. of secs, 1, 2, 35 and 36, on the S. bdy.
of the Tp.

N. 0° 45' W., bet. secs..35 and 36.

Over rolling land, through scattered undergrowth.

25,40 | Trail road, bears NE, and SW,

39.49 | Point for the % séc. cor, of seés. 35 and 36, at propor-
tionate distance; there is no remaining evidence of the

original corner,

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.
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raise a mound of stone, 3 ft. base, 2 ft, high, W. of
cor.
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