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. DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 34 N., R. 39 E,

CHAINS

.Jbury the original corner stone alongside the-iron post.

[y

N, 0° 13" E., béginning new measuremené.

6ver moﬁntainous 1and;‘asc._170 ft. over a SE., slope.
9.80 .|Ridge bears E, and W.; desc. 440 ft. over a NE, slope.
28.90 |Draw, drains E.; asc. 70 ft. over a SE. slope.

40.50 |The closing cor. of secs, 4 and 5, on the S. bdy. of
sec. 32, T. 35 N., R, 39 E,, monumented with a basalt
stone, 14x8x6 ins., plainly mkd. 4 notches on the E,
edge and 2 notches on the W, edge and firmly set in the
ground with a small mound of stone, S, of the cor.

At the corner point

|Set an iron post, 28 ins. long, 2% ins. diam., 4 ‘ins,
in the ground to bedrock and in a mound of stome to the
cap, 6 ft, base, with brass cap.mkd.
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bury the original corner stone alongside the iron post.

From this corner, the cor. of secs, 32 and 33, on the

S. bdy. of T. 35 N., R, 39 E., monumented with an iron
post, 2% ins, diam., set, mkd. and witnessed as described
in the field notes of T. 35 N., R. 39 E., resurveyed
concurrently under this same group, bears N, 89° 56' E.,
1.37 chs. dist.

Point for the N. % sec. cor. of sec. 4, is on the S. bdy.
of sec. 33, T. 35 N., R. 39 E, and at midpoint on the
N. bdy. of sec. 4.

Set an iron post, 28 ins, long, 2% ins. diam., 10 ins.
in the ground to bedrock and in a mound of stone to the
cap,. 4% ft. base, with brass cap mkd.
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