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DEPENDENT RESURVEY OF THE EAST BOUNDARY,
T. 36 N., R. 34 E., MDM, NEVADA

CHAINS
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N. 2° 59' E., bet. sees. 1 and 6.

Over rolling land, through shadscale and sagebrush;
desc. 180 ft. over a NW. slope.

Point for the % sec. cor. of secs. 1 and 6, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.
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set a steel fence post, 6 ft. long, 22 ins. in the
ground, alongside the iron post.

Descend 90 ft. over a rolling NW. slope to the Tp. cor.

Fence, bears E. and W.

The cor. of Tps. 36 and 37 N., Rs. 34 and 35 E., monu-
mented with an unmarked redwood post, 2x3 ins., 16 ins.
long, loosely set in a mound of earth.

At the corner point

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.
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reset the original wooden post and set a steel fence
post, 6 ft. long, 22 ins. in the ground, alongside the
iron post.

DEPENDENT RESURVEY OF THE NORTH BOUNDARY,
T. 36 N., R. 34 E., MOUNT DIABLO MERIDIAN, NEVADA

Reestablishment of the Survey Executed by
H.B. Maxson, U.S. Deputy Surveyor,
in 1888,
and the Retracement Executed by
N.E. Potter, G.L.0. Transitman,
in 1912.

N. 89° 36' W., bet. secs. 1 and 36.

Over gently rolling land, through shadscale and sage-
brush; desc. 90 ft. over a rolling W. slope to the %
sec. cor.
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