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SUBDIVISION OF SECTION 1,
T. 2 N., R, 42 E,, MDM, NEVADA

CHAINS

19.761

10.10
9.922

14.883

19.844

A stainless steel post, 28 ins. long, 21@ ins. diam., set
28 ins. in the ground, with a steel fence post, 5% ft.
long, firmly set alongside, for a reference monument, bears
N. 46',° E., 37.9 lks. dist., with brass cap mkd. X RM 25
FT. 1990 and an arrow pointing to the cor.

The C-E-SW !/, sec. cor. of sec. 1.

From the C-S-S !, sec. cor. of sec. 1.

N. 88°12' W., on the E-W center line of the SE % of the SW % of
sec. 1.

U.S. Highway No. 95, curving from NNW. to SSW.
The SE-SW !/, sec. cor. of sec. 1.
Point for the C-W-SE-SW l/j5s sec. cor. of sec. 1.

Set a stainless steel post, 28 ins. long, 2% ins. diam., 6 ins.
in the ground to solid rock and in a mound of stone, 5 ft. base
to top, with brass cap mkd.
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The C-S-SW !/, sec. cor. of sec. 1.

GENERAL DESCRIPTION

The area resurveyed and surveyed within Township 2 North, Range
42 East, is located at the southeast end of Tonopah, Nevada and
varies from rolling hills to mountainous. The elevation varies
from about 6,000 to 7,000 ft. above sea level. The soil varies
from sandy loam in the lower elevations to very rocky in the
higher elevations and the vegetation in the area consists of
shadscale and sagebrush.

U.S. Highway No. 95 crosses the area from NW. to SE. then curves
from NE. to SW. Further access into the area is provided by
U.S. Highway No. 6 and crosses the area from E. to W. There are
numerous paved streets, gravel and trail roads.

There are numerous mineral surveys in the northern portion of
sections 1 and 2.

There is a ballpark and shopping center situated near the center
of section 1. The Tonopah Hospital is situated in the NW % of
section 1 and the United States Forest Service office is
situated in the southwest % of section 1.




