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DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
T. 25 S., R. 59 E., MOUNT DIABLO MERIDIAN, NEVADA
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Frontage road.
Right-of-way fence.

Intersect the westerly right-of-way line of Interstate Highway
No. 15 and right-of-way fence.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, over a plastic-encased magnet, with brass
cap mkd.
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The 1/4 sec. cor. of secs. 4 and 33, monumented with a stainless
steel post, 2 1/2 ins. diam., projecting 4 ins. above the ground,

with brass cap mkd. as described in the field notes of the
1992-96 resurvey, and a mound of stone west of the corner.

DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 25 S., R. 59 E., MOUNT DIABLO MERIDIAN, NEVADA

Reestablishment of the Survey Executed by
T.A. Magee in 1883 and the Resurvey Executed by
R.E. Williams in 1992-96

From the 1/4 sec. cor. of secs. 26 and 35, monumented with a
stainless steel post, 2 1/2 ins. diam., projecting 4 ins. above
the ground, with brass cap mkd. as described in the field notes
of the 1992-96 resurvey.

N. 89°50’50" W., bet. secs. 26 and 35.

Intersect the center of tracks of the Union Pacific Railroad,
bears N. 1°32’30" W. and S. 1°32'30" E.

Intersect the westerly right-of-way 1line of the Union Pacific
Railroad.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, over a plastic-encased magnet, with brass
cap mkd.
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Raise a mound of stone west of the corner.
Underground petroleum pipelines, NE-SW.

Power transmission line, NW-SE.




