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REMONUMENTATION OF THE STANDARD CORNER OF SECTIONS 32 AND 33,
T. 36 N., R. 23 E., MOUNT DIABRLO MERIDIAN, NEVADA

12

CHAINS

MEMORANDUM

While conducting the resurvey of the Seventh Standard Parallel
North, through a portion of R. 23 E., a thorough retracement was
necessary to reestablish the standard cor. of secs. 33 and 34.
During the course of this work the standard cor. of secs. 32 and
33 was recovered and remonumented. Subsequently, the standard
1/4 sec. cor. of sec. 33 was recovered and utilized as the
controlling corner needed for the described reestablishment. In
order to provide a complete record of the work performed during
the execution of this survey the remonumentation of the standard
cor. of secs. 32 and 33 is as follows:

The standard cor. of secs. 32 and 33, T. 36 N., R. 23 E.,
monumented with a basalt stone, 14x9x7 ins., loosely set in a
mound of stone, 2 1/2 ft. base, 1 ft. high, mkd. SC on N. face
and 4 grooves on E. and 2 grooves on W. face.

At the corner point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
12 ins. in the ground, to bedrock, over a plastic-encased

magnet, and in a mound of stone, 3 1/2 ft. base, to top, with
brass cap mkd.
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Bury the mkd. stone alongside the stainless steel post.

From this corner, the standard 1/4 sec. cor. of sec. 33, bears
S. 89°58730" E., 40.760 chs. dist., hereinbefore described.

GENERAL DESCRIPTION

The lands included in this survey are located approximately 20
miles Northwest of Gerlach, Nevada. The average elevation of the
area surveyed 1is about 4400 feet above sea level, and generally
drains to the southeast. Vegetation consists of scattered sage
brush and bunchgrass. Access to the area is provided by multiple
unimproved roads and trail roads. County Road 34 is
approximately 2.3 miles southeast of the project area.




