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DEPENDENT RESURVEY OF
THE EAST BOUNDARY (HUMBOLDT RIVER GUIDE MERIDIAN),
T. 23 N., R. 35 E.,
MOUNT DIABLO MERIDIAN, NEVADA

CHAINS
20.323

20.70

40.646

81.292

Point for the S 1/16 sec. cor. of secs. 1 and 6.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground and in a collar of stone, over a plastic-
encased magnet, with brass cap mkd.

S 1/16
s 1|s 6

2013

From this cor., a position determined as the S 1/16 sec. cor. of
sec. 1 and 6 by James. M. Herrick, Nevada Professional Land
Surveyor No. 9451, in 1994, monumented with an aluminum post,

1 in. diam., firmly set, projecting 4 ins. above the ground,
with a 3 1/4 in. diam. aluminum cap mkd. T23N R35E R36 S 1/16 S1
S6 1994 PLS 9451, as recorded in Churchill County, Nevada,
Record of Survey, Book 8, Page 39, File No. 283418 bears

N. 89°31'00" W., .240 chs. dist. This position was determined
using improper control at the cor. of Tps. 22 and 23 N.,

Rs. 35 and 36 E., which was reestablished using improper
procedure as shown on said record of survey and is not utilized
in this survey.

Barbed wire fence, bears E. and W.

Point for the 1/4 sec. cor. of secs. 1 and 6, at proportionate
dist., there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, over a plastic-encased magnet, with brass
cap mkd.

T23N
R35E R36E
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2013

The cor. of Tps. 23 and 24 N., Rs. 35 and 36 E. monumented with
a stainless steel post, 2 1/2 ins. diam., firmly set, projecting
4 ins. above the ground, with brass cap mkd. as described in the
dependent resurvey of the west bdy. of T. 24 N., R. 36 E., by
Cadastral Surveyor R.E. Williams in 1991 under Group No. 705.

DEPENDENT RESURVEY OF A PORTION OF THE NORTH BOUNDARY,
T. 23 N., R. 35 E., MOUNT DIABLO MERIDIAN, NEVADA

Reestablishment of a Portion of the Survey Executed by
U.S. Deputy Surveyors T.K. Stewart and G.W. Conkling in 1882

From the 1/4 sec. cor. of secs. 1 and 36 on the N. bdy. of the
Tp., monumented with an iron post, 1 in. diam., firmly set,
projecting 14 ins. above the ground, with brass cap mkd. as
described in the dependent resurvey of the east boundary of




